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NOTES:
1. Where tfelephone inferconnect is required, a minimum of 5" clear 4. All dimensions are nominal.
vertical fppmce shall be provided Insq'\de tRe cabinet for the 5. The di . ¢ the BBS binet shall b MODEL 342LX OR 344LX CABINET
. . The_dimensions o e cabinet shall be
equipmen verified prior to constructing the foundation of FOUNDATION DETAIL WITH BATTERY BACKUP SYSTEM
2. Te\e‘phome xmzr@?n:gcf Cg”ﬁ#vr?rs 2n$l\ beTencqued Tdn _qr ¥"c the Model 342LX or 344LX cabinet foundation.
or larger condul rou e oundaTtion. ype condaui
shall bge used to separo‘?e telephone and pcwe?' conductors in 6. Conduit area, to 120 V Service. STATE OF CALIFORNIA
capinets. 7. Conduit area for the controller side of cabinet DEPARTMENT OF TRANSPORTATION
3. The LX BBS cabinet shall be mounted to the Model 342LX or 344LX ) ) ELECTRICAL SYSTEMS
cabinet with four 18-8 stainless steel hex head, fully-threaded, 8. For Type LX cabinets details, . . . .
%16 x 1" bolts; two washers per bolt, designed for %" bolts and see "Transportation Electrical Equipment Specifications”. (CONTROLLER CABINET
are 18-8 stainless steel, 1" outside diameter, round, and flat; and ) X
one K-Lock nut per bolt that is 18-8 stainless steel and a hex-nut. 9. Grounding electrode shall be placed 3 inches FOUNDATION DETAILS)

in front of the service conduit area.
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